Classic Homes by Larry Jackson
GENERAL SPECIFICATIONS
3210 RIVER PLACE DR.
BELTON, TEXAS 76513

Addendum to Specification:
These specifications are designed to supplement the specifications prepared by the designer.

They will note various exceptions. The specifications along with the design plans outline the detailed
construction requirements.

Role of Builder
1. Build a quality house in a timely manner.
2. Coordinate and pay subcontractors.
3. Add creativity to the overall design of the home.
4. Minimize costs by actively searching for best deals.

eneral ifications:

1. Builder to carry Builders Risk Ins.
2. Builder to obtain Storm water pollution plan, and comply with all required inspections.
3. Builder to give 3" party 10 yr warranty

Site work:
1. Excavation & leveling at construction site.
Remove trees as required for pad.
Pad fill - compacted to a least 95% standard Procter — 6™ compacted lifts.
Flatwork — excavation & sub grade preparation
Final grade to ensure proper drainage.
Top Soil - majority of lot.
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Foundations:

1. Engineered Post tension Slab

2. piers as specified by engineer

3. Basic slab - 4” minimum

4. 3000 PSI Concrete.

5. 6 mil. Poly vapor barrier

6. 12”7 X 24" interior beams

7. Porches — washed off pea gravel

8. Rear porches, washed off pea gravel.

Flatwork:

1. 3000 PSI, washed off pea gravel, minimum 4” thick.
2. Welded wire mesh per architectural specifications.
3. Redwood expansion joints — per architectural specifications.






